SPECIFICATIONS
Series 1050 Flat Stand (DQD100-W):
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Series 1050 Angled Stand (DQD101-W):
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SPECIFICATIONS
Series 1050 Micro USB Handheld Sensor (DQH200-W):

1.36"
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47.82 mm 71.18 mm
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Series 1050 Apple Lightning Handheld Sensor (DQH201-W):
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SPECIFICATIONS
Series 1050 Tablet Micro USB Sensor (DQT200-W):

|- 1.88"
47.82 mm
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Series 1050 / Technical Specifications

SPECIFICATIONS
Series 1050 Handheld Arm Bracket and Mounting Plate (DQH203):

(For mounting handhelds in a portrait orientation only.)

2.92"
74.16 mm

0.98"
24.97 mm

Device Width Range: 55mm-95mm
Device Thickness Range: 4.5mm-10.5mm

Series 1050 Tablet Arm Bracket and Mounting Plate - Portrait (DQT203-W):

(For mounting tablets in a portrait orientation only.)

1.36"
34.6 mm
099"
25.06 mm
=== B i
1.57"
39.89 mm
4.96"
126.05 mm

Device Width Range: 105mm-205mm
Device Thickness Range: 4.5mm-10.5mm
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SPECIFICATIONS
Series 1050 Tablet Viper Arm Bracket and Mounting Plate - Landscape (DQT204-W):

(For mounting tablets in a landscape orientation only.)

2.30"
76.17 mm
fi\

(.

7.74"
196.59 mm

Device Width Range: 118mm-165mm
Device Thickness Range: 4.5mm-10.5mm

Series 1050 Slot Mount Kit (DQD400):

2.74"
69.57mm ‘
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0.61"

15.5 mm
2.73"
69.43 mm
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SPECIFICATIONS
Series 1050 Screw Mount Kit (DQD405):

Digital Signage Trigger/Adapter/CCTV Cable (DQD402-W):

9.09" |
230.95 mm

A
0.5" T

12.75 mm

Series 1050 Replacement Recoiler (DQD403-W):

1.84"
46.75 mm
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PRODUCT ORDERING

ORDER CODE DESCRIPTION CARTON QTY.
DQD100-W Series 1050 Flat Stand 32
DQD101-W Series 1050 Angled Stand 32
DQD102-W Series 1050 Display Only Stand 32
DQD200-W Series 1050 Display Only Sensor 32
DQH200-W Series 1050 Micro USB Handheld Sensor 32
DQH201-W Series 1050 Apple Lightning Handheld Sensor 32
DQH202-W Series 1050 USB Type C Handheld Sensor 32
DQT200-W Series 1050 Tablet Micro-USB Sensor 32
DQT201-W Series 1050 Tablet Apple Lightning Sensor 32
DQT202-W Series 1050 Tablet USB Type C Sensor 32
DQH203 Series 1050 Handheld Arm Bracket and Mounting Plate 48
DQT203-W Series 1050 Tablet Arm Bracket and Mounting Plate - Portrait 48
DQT204-W Series 1050 Tablet Viper Arm Bracket and Mounting Plate - Landscape 48
DQD400 Series 1050 Slot Mount Kit 48
DQD405 Series 1050 Screw Mount Kit 48
DQD402-W Digital Signage Trigger/Adapter/CCTV Cable 48
DQD403-W Series 1050 Replacement Recoiler 32
ADH2047 Series 1050 Sensor Adhesive 20
ADH2091 Series 1050 Stand Adhesive, 20 Pack 20
AHD2096 Series 1050 Sensor Adhesive, 20 Pack 20
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PRODUCT ORDERING

ORDER CODE DESCRIPTION CARTON QTY.
POWER SUPPLIES

PS516-US 5V, 2.3A (5-pin) Power Supply - US 32

PS516-UK 5V, 2.3A (5-pin) Power Supply - UK

PS516-EU 5V, 2.3A (5-pin) Power Supply - EU

PS516-JPN 5V, 2.3A (5-pin) Power Supply - JPN

PS530-US 5V, 3A (5-pin) Power Supply - US 32

PS530-UK 5V, 3A (5-pin) Power Supply - UK

PS530-EU 5V, 3A (5-pin) Power Supply - EU

PS530-JPN 5V, 3A (5-pin) Power Supply - JPN
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